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INDU BAY GEN3
Sensor Option

Installation Instructions

INDU BAY GEN3 1

5.1kg(11.24lb)

122mm(4.80in)

330mm(12.99in)

INDU BAY GEN3 2

5.1kg(11.24lb)

122mm(4.80in)

330mm(12.99in)

INDU BAY GEN3 3

7.4kg(16.31lb)

135mm(5.31in)

400mm(15.75in)

INDU BAY GEN3 4

7.4kg(16.31lb)

135mm(5.31in)

400mm(15.75in)

Weight(Bracket)

H

φD

φD

H

THD <20% without dimming the luminaire
In-rush current: Cold start max. 65A (twidth=550µs) @230VAC
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Warning: 
reinforced insulation shall be 
provided between LV supply 
and control conductors

Caution, risk of electric shock!

8

15 ± 0.5 Nm 5 ± 0.2 Nm

3

5 ± 0.2 Nm

15 ± 0.5 Nm

Hold time

After the last detection and the present hold 
time elapsed, light OFF.   

With sufficient daylight, even when motion 
detected, light remains OFF. 

With insufficient daylight, when motion 
detected, light ON. 
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Decrescendo

Crescendo
Detection area
for turning ON

Detection area
to pervent from 
turning OFF

Wall Mounted
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220~240 V AC 50/60 Hz

Max.400 W (Control gear) Max.800 W (Incandescent lamp)

≤0.5 W

5.8 GHz ± 75 MHz

<0.3 mW

Operating voltage

Rated load

Stand-by power

Microwave frequency

Transmitting power

Max.16 x 12 m (ceiling mounted)

30°-150°

Max.12 m (ceiling mounted)

-20°C ~ +50°C

IP66

Detection range

Detection angle

Mounting height

Working temperature

IP rating

Detection area means detection 
coverage. lt can be adjusted by 
combining DIP swithches for 
specific application.

Hold-time means the time 
period the light will be ON after 
the last detection.

Daylight sensor priors to motion 
sensor. Set threshold for specific 
needs. lf Disable, only motion 
sensor works.

Detection area Hold-time Daylight threshold

5s
90s

5min

15min

100%

75%

50%
10%

Disable

50lux

10lux

2lux

1 2 3 4 5 6

Switch UP 

Switch DOWN
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M10X22 M4X12

M3X8

2x

4x


