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IP
50

05 220-240V
50/60Hz

1 circuit
3200W
MAX.

IEC
EN60598 0305

PC PMMA

ta:45°C

ENG ITA NLD DAN

DEU POL RUS ROU

FRA SPA POR SWE

HUN CHI UKR SRB

Terminal block not included. Installation must be performed by a 
qualified person.

For use in environments where an accumulation of conductive 
dust on the luminaire may be expected.

Symbol for luminaires with limited surface temperatures.

The product should only be installed indoors.

Per l'uso in ambienti in cui è prevedibile un accumulo di polvere 
conduttiva sull'apparecchio.

Simbolo per apparecchi con temperature superficiali limitate.

Il prodotto può essere installato solo all’in
terno.

Voor gebruik in omgevingen waar ophoping van stof op het 
armatuur kan worden verwacht.

Symbool voor armaturen met beperkte oppervlakte temperaturen

Het product dient binnenshuis te worden 
geïnstalleerd.

Tilslut strømforsyningen i overensstemmelse med national 
lovgivning.
Klemrække er ikke inkluderet. Installation kan kræve rådgivning 
fra en kvalificeret person.
Sørg for, at konstruktionen er stærk nok til at installere produktet.

Til brug i miljøer hvor ledende støv kan forventes

Symbol for armaturer med begrænsede overfladetemperaturer

Produktet må kun installeres indendørs.

Für den Einsatz in Umgebungen, in denen eine Verschmutzung durch 
die Ansammlung von leitendem Staub auf der Leuchte zu erwarten ist.

Symbol für Leuchten mit begrenzten Oberflächentemperaturen.

Das Produkt sollte ausschließlich in geschlos-
senen Räumen installiert werden.

Symbol opraw o ograniczonej temperaturze powierzchni.

produkt przeznaczony do montażu wyłącznie 
wewnątrz pomieszczeń.

изделие подходит только для использования в 
помещении.

Anslut till strömförsörjningen enligt nationella föreskrifter.
Anslutningsplint ingår inte. Installation kan kräva rådgivning från 
en kvalificerad person.

Ljuskällan i den här armaturen får endast bytas ut av tillverkaren 
eller en serviceagent eller liknande behörig person.
För användning i miljöer där ledande damm kan förväntas

Symbol för armaturer med begränsade yttemperaturer

Produkten är endast avsedd för inomhusbruk.

Pour une utilisation dans des environnements où une accumulation 
de poussière conductrice sur le luminaire est possible.

Ce symbole fait référence à la faible température 
superficielle des luminaires.

Para uso en entornos donde es posible una acumulación de 
polvo en el conducto de la luminaria.

Este símbolo se refiere a la baja temperatura de las luminarias.

Para utilização em ambientes onde se pode esperar uma 
acumulação de pó condutor na luminária.

Símbolo para luminárias com temperaturas de 
superfície limitadas.

Le produit doit uniquement être installé en 
intérieur. El producto debe instalarse únicamente en 

interiores.

O produto deve ser instalado apenas em áreas 
interiores.

Anslut till strömförsörjningen enligt nationella föreskrifter.
Anslutningsplint ingår inte. Installation kan kräva rådgivning från 
en kvalificerad person.

Ljuskällan i den här armaturen får endast bytas ut av tillverkaren 
eller en serviceagent eller liknande behörig person.
För användning i miljöer där ledande damm kan förväntas

Symbol för armaturer med begränsade yttemperaturer

Produkten är endast avsedd för inomhusbruk.

A termék csak beltéri használatra szolgál.

适用于可能会在灯具上堆积导电粉尘的环境。

表面温度受限的灯具的符号。

该产品只能安装在室内。
Виріб слід встановлювати лише в приміщенні.

Ovaj proizvod bi trebalo montirati samo u za -
tvorenom prostoru.
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Safety warning
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1. Make sure you understand 
all contents of this manual 
before installation.

2. Qualified electrician is 
required for installation, 
replacement and test on light 
source or whole lamp. 

3. Class I equipment. 
Must be earthed 
correctly.

4. Disconnect power 
before installation or 
maintenance.

Qualified

For power cord please use H07RN-F. The diameter of power cord shall be 1.5mm2 for main supply and 
1.0mm2 for signal at least.

By using 1.5mm2 power cord for main supply, the maximum current / wattage of a circuit is 10A / 2000W. 
The total load in this circuit shall not over the maximum current / wattage. 

By using 2.5mm2 power cord for main supply, the maximum current / wattage of a circuit is 16A / 3200W. 
The total load in this circuit shall not over the maximum current / wattage. 

Any additionally used terminal box shall be approved according to EN 60998-2-1 or EN 60998-2-2; and 
shall comply with below specification: 
1. the type of terminal (screw/screwless);
2. number of terminals (3 terminals for L,N,G connection at least);
3. rated voltage (>450 V); 
4. rated connecting capacity (0.75-2.5mm2);
5. the wire end must be clamped by crimp terminal wire connector to prevent the free wire of conductor 
escaping; 
6. the terminal block must be protected against of electric shock;

6. For indoor use only. 7. Caution, risk of 
electric shock.

8. Do not dispose 
carelessly. Use separate 
collection facilities.

Indoor use

5. Maximum current of 
main supply circuit is 
16A.

!

MAX. 16A

16A0A

9. Cable diameter for M20 
cable gland is min. 6 mm, 
max 11 mm

INDU CONTILINE GEN2_IS_11-2020
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ø6-11mm ø11-15mm

M20 M25

10. Cable diameter for M25 
cable gland is min. 11 mm, 
max 15mm

11. Power should be always
turned off during installation.
LED module installation
under live trunking rail is
forbidden!



Maximum number of interconnected luminaire
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By using 2.5mm2 power cord for main supply, the maximum wattage of a single circuit is 3200W. 

Luminaire modules: 1 ... 2 ... 3 ... n. 

No.1

Model

INCON21-1-cdd-ee-2-f   

INCON21-2-cdd-ee-2-f   

INCON22-3-cdd-ee-2-f   

INCON22-4-cdd-ee-2-f   

No.2

Main power cord: 1.5 or 2.5mm2

“n” stands for maximum number of interconnected luminaire modules

No.n... ... ... ...

C
ab

le

50W

Wattage

80W

100W

140W

40pcs

n (for 1.5mm2 
supply cord)

25pcs

20pcs

14pcs

INDU CONTILINE GEN2_IS_11-2020
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By using 1.5mm2 power cord for main supply, the maximum wattage of a single circuit is 2000W. 

n (for 2.5mm2 

supply cord)

64pcs

40pcs

32pcs

22pcs



INCON2-SM

INCON2-STBOX(NF) INCON2-STFEED INCON2-MIDFEED-STD

INCON2R-xSTD
(x can be “8”or “16” stands for 8ft or 16ft length)

INCON2R-ROOF415
INCON2R-xWROOF

(x can be “8”or “16” stands for 8ft or 16ft length)

INCON2-MIDFEED-WROOF INCON2-ENDFEED

INCON2-SK-CO

INCON2-SK-PH

INCON2-RCLIP-CORD

INCON2-RCLIP

INCON2-CH2

INCON2-ECROOF

INCON2-EC

INCON2-CG-M20
INCON2-CG-M25

3/28www.schreder.com

System overview

INCON22-b-cdd-140-2-f 
(PC cover, 140° beam angle only)

INCON21-b-cdd-140-2-f 
(PC cover, 140° beam angle only)

INCON22-b-cdd-ee-2-f 
(PMMA Lens cover)

INCON21-b-cdd-ee-2-f 
(PMMA Lens cover)

INCON2-PBC

INCON2-FUNCMOD

INDU CONTILINE GEN2_IS_11-2020
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Trunking Rail

1. INCON2R-xWROOF

2. INCON2R-xSTD

label

80*25mm

=

=

Length of rail :  2253mm(8F)      4
501mm(16F)

M4

Blue dot

Blue dot

Blue dot

Blue dot

Red dot

Red dot

Red dot

Red dot

“x” = “8” means “8ft rail”
“x” = “16” means “16ft rail”

Overlapping part, the length : 115mm

Roof beyond the length : 200mm

4/28www.schreder.com

Length of rail :  2253mm(8F)      4
501mm(16F)

Overlapping part the length : 115mm

=

=

Only For Indoor USE
Excluding high risk area Made in PRC

Rue de Lusambo 67,
Schréder S.A.

B-1190 Brussels, Belgium 

INDU CONTILINE GEN2 Trunking Rail
INCON2R-16WROOF
INCON2R-000001

DA2

DA1

L2

EN2
N

L3

L1

EL2
F2
F1/LEM

EL1
EN1

Orientation!

label

80*25mm

orientation
(NO.1)L1

(NO.2)L2
(NO.3)L3

(NO.4)
(NO.7)DA2

(NO.6)DA1

(NO.5)N

(NO.8)F1/LEM

NO.1~5: 2.5mm², 16A MAX.

NO.6-13: 1.5mm², 10A MAX

(NO.10)EN1
(NO.9)EL1

(NO.13)F2

(NO.11)EN2
(NO.12)EL2

Only For Indoor USE
Excluding high risk area Made in PRC

Rue de Lusambo 67,
Schréder S.A.

B-1190 Brussels, Belgium 

INDU CONTILINE GEN2 Trunking Rail
INCON2R-16STD
INCON2R-000001

DA2

DA1

L2

EN2
N

L3

L1

EL2
F2
F1/LEM

EL1
EN1

Orientation!

“x” = “8” means “8ft rail”

The content is only for demonstration use!

The content is only for demonstration use!

“x” = “16” means “16ft rail”

orientation
(NO.1)L1

(NO.2)L2
(NO.3)L3

(NO.4)

(NO.7)DA2
(NO.6)DA1

(NO.5)N

(NO.8)F1/LEM

(NO.10)EN1
(NO.9)EL1

(NO.13)F2

(NO.11)EN2
(NO.12)EL2

NO.1~5: 2.5mm², 16A MAX.

NO.6-13: 1.5mm², 10A MAX

INDU CONTILINE GEN2_IS_11-2020
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Blue dot

Blue dot

Red dot

Red dot

Length :  2253mm(8F)

Luminaire Module

5/28www.schreder.com

Length :  1410mm(5F)

label

F1/LEM

Main

Default connection

Emergency Power Supply -1

Emergency Power Supply -2

EM1

EM1

Open

EM2

F2
EL2

EN2

EL1
EN1

L1(Black) 
default live

LED Driver

LED Driver

LED Driver

LED Driver

L2, L3 Position

N(Blue)

(Green)

DA1(Purple)

DA2(Purple)

3. INCON2a-b-cdd-ee-2-f

80*25mm

 
 
INDU CONTILINE GEN2 1 - INCON21-000001 
INCON21-1-840-30-2-D  
280 LED-8.0 klm-4000K   DALI 
50W 220-240V~50/60Hz 0.3A 
Ta 45°C-IP50-IK03 SNYYYYMMDD00001

Rue de Lusambo 67, B-1190 Brussels, Belgium 
Schréder S.A.

Made in PRC

EM2

The content is only for demonstration use!

Please see the model interpretation in Annex 1.

orientation

orientation

INDU CONTILINE GEN2_IS_11-2020
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Function Module

6/28www.schreder.com

4. INCON2-FUNCMOD

Length :  700mm

Functional module (for sensor or external connection)

orientation

10

F1/LEM

9 EL1

8

EN1

13 F2

12 EL2

11 EN2

Cable tie attached to each wire

1 L1

2 Position: L2

3 Position: L3

5 N

6 DA1

7 DA2

M20 Rubber grommet x 2

0.5mm2 PVC cable, 4A MAX.

4

INDU CONTILINE GEN2_IS_11-2020
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Accessories
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Length :  421mm

5. INCON2-PBC

6. INCON2R-ROOF415

Length :  2253mm

Conjunction point Conjunction point

8ft Plastic Blank cover

415mm Stiffener roof part for std trunking rails (use to overlap junction points)

INDU CONTILINE GEN2_IS_11-2020
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Accessories
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Press Scalable

Φ = 2.5mm

Keep longer than 50mm

7. INCON2-RCLIP-CORD

8. INCON2-RCLIP

20KG

Φ = 6mm

30KG

Scalable

Safety plate

Safety plate

Safety plate

Stuck Ending!
Do not continue to turn.  

Safety plate

Clips for the Roof with cord

Clips for the Roof with pigtail hook

INDU CONTILINE GEN2_IS_11-2020

C
op

yr
ig

ht
 ©

 S
ch

ré
de

r 
S.

A.
 2

02
0 

- 
Ex

ec
ut

iv
e 

Pu
bl

is
he

r: 
St

ép
ha

ne
 H

al
le

ux
 -

 S
ch

ré
de

r 
In

te
rn

at
io

na
l S

er
vi

ce
s 

S.
A.

 -
 B

-4
00

0 
Li

ég
e,

 R
ue

 d
e 

M
on

s 
3 

(B
el

gi
um

) -
 T

he
 in

fo
rm

at
io

n,
 d

es
cr

ip
tio

ns
 a

nd
 il

lu
st

ra
tio

ns
 h

er
ei

n 
ar

e 
on

ly
 o

f 
an

 in
di

ca
tiv

e 
na

tu
re

 a
nd

 s
ub

je
ct

 t
o 

ch
an

ge
s 

w
ith

ou
t 

no
tic

e.



Accessories
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9. INCON2-SK-CO

10. INCON2-SK-PH

Φ = 6mm

Press Scalable

Keep longer than 50mm

20KG

30KG

Φ = 2.5mm

Suspension Kit with Cord (2 meters)

Suspension Kit with pigtail hook

Stuck Ending!
Do not continue to turn.  

Scalable
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Accessories
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11. INCON2-CH2

12. INCON2-ECROOF

Φ = 4mm

30KG

INDU CONTILINE GEN2_IS_11-2020

2 meters of suspension chain

Endcap for Roof only, *including a rubber grommet

180°
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Accessories
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13. INCON2-EC
Endcap, *with wire cap

wire cap

Endcap

180°

180°
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Length :  228mm

Φ = 9.7mmΦ = 12.1mm

Accessories
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14. INCON2-CG-M25 (20)

M25
M20

Length :  38.5mm

15. INCON2-STBOX(NF)

H
ei

gh
t :

  4
4.

5m
m

H
ei

gh
t :

  5
5.

6m
m

Length :  48.1mm

Cable gland (Wire protector) M25, M20

Start Box (no feed)

C
ab

le

C
ab

le
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ø6-11mmø11-15mm

M20M25

2.5 Nm +0.5 
-0

27M20

3.5 Nm +0.5 
-0

33M25



Length :  403mm

Accessories

13/28www.schreder.com

M20-M25-M20

M20-M25-M20

16. INCON2-STFEED

17. INCON2-MIDFEED-STD

Beyond the length :  115mm

Length :  700mm

C
ab

le

C
ab

le

Start Feed Box 

Middle Feed Box
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M20-M25-M20

M20-M25-M20

Accessories
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18. INCON2-MIDFEED-WROOF

19. INCON2-ENDFEED

Length :  228mm

Beyond the length :  115mm

Beyond the length :  200mm

Length :  700mm

Beyond the length :  115mm

C
ab

le

C
ab

leMiddle Feed Box with Roof(Only for rail with Roof) 

End Feed Box

M4

Fixed the screw after connection.
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1. Essential tools

Tape-line

Electric drill Saw

Screwdriver (PH2)

2. Optional tools

Installation Tools
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3327

Wrench (27,33)
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Installation step
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Start

1. Wiring cable of 
power supply

INCON2-STFEED

Standard Rail

Endcap + Cap for wires

Option 1: for Wiring mode 1&2 Option 2: for wiring mode 2&3

INCON2-STBOX

Rail with Roof

Mode 1 Mode 2 Mode 2 Mode 3

INCON2-MIDFEED-STD INCON2-MIDFEED-WROOF INCON2-ENDFEED

2. Connect Rails

3. Close ending

4. Install module

...... ......

Red dot Red dot

End
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Power should be always turned off during installation.
LED module installation under live trunking rail is 
forbidden!



Φ = 20mm

Open

Close

Inlet wire

Φ = 25mm

Step 1. Wiring cables into the system 
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Optional mode 1. INCON2-STFEED, wiring from overlapping part.

10

F1/LEM

9 EL1

8

EN1 11

F2

12 EL2

13

EN2

Cable tie attached to each wire

1 L1

2 L2

3 L3 5 N

6 DA1

7 DA2

4

INDU CONTILINE GEN2_IS_11-2020

Power should be always 
turned off during installation.
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Φ = 20mmΦ = 25mm
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Open

Close

Inlet wire

10

F1/LEM9 EL1 8

EN1

11

F2
12 EL2

13

EN2

2 L2

6 DA17 DA2

1 L1

3 L3
5 N 4

Optional mode 2. INCON2-MIDFEED-STD or INCON2-MIDFEED-WROOF, 
wiring from middle position.
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Power should be always 
turned off during installation.



Φ = 20mmΦ = 25mm
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Open

Close

Inlet wire

10

F1/LEM

9 EL1

8

EN111

F2

12 EL2

13

EN2

1 L1

2 L2

3 L35 N

6 DA1

7 DA2

4

Optional mode 3. INCON2-ENDFEED, wiring from ending. 
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Power should be always 
turned off during installation.
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20KG

30KG

Standard Rail : 2250mm Standard Rail : 2250mm

Max distance : 4000mm

Conjunction point

1

Solution 1: Without small roof part.

Step 2: Connect rails

Type 1: Standard rails
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............

Standard Rail : 4500mm Standard Rail : 4500mm

Max distance : 4500mm

Conjunction point
............2
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Power should be always 
turned off during installation.



21/28www.schreder.com

Connect standard rails

Standard Rail : 2250mm Standard Rail : 2250mm

............

............

Max distance : 4500mm

connectionsRoof 415

Standard Rail : 4500mm

Locked Unlocked

Standard Rail : 4500mm

Max distance : 5500mm

connectionsRoof 415

Situation 2 : With small roof part “INCON2R-ROOF415”

Disassemble

1

2
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Power should be always 
turned off during installation.
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Connect rail with roof
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Rail : 2250mm Rail : 2250mm

............

Max distance : 4500mm

conjunction point of rails
conjunction point of roofs

1

20KG

30KG

Rail : 4500mm Rail : 4500mm

............

Max distance : 5500mm

conjunction point of rails
conjunction point of roofs

2

Type 2: Trunking Rails with Roof
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Power should be always 
turned off during installation.



Step 3: Install LED module
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1. Choose the power supply mode for the LED module

Power supply from DC emergency power system, handle module as below:

INDU CONTILINE GEN2_IS_11-2020

Main

Default connection

Phase selection in Mode 1

Optional Mode 1: power supply is from main supply  

Optional Mode 2: power supply is from DC emergency power system. 

Optional Mode 3: power supply is from DC emergency power system. 

Phase 1 as live wire Phase 2 as live wire Phase 3 as live wire

Black Pin

Disconnect default connection

Emergency Power Supply-1: EL1/EN1

Emergency Power Supply-2: EL2/EN2

EM1
EM1

Disconnect

Switch black pin

to position L2 to position L3

Switch black pin

Connect

Connect
EM2

LED Driver

LED Driver

LED Driver

LED Driver
EM2

1

2

2

L1(Black)
Default live L2 / L3 Position

Black Pin Black Pin
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...... ......

F1/LEM

F2
EL2

EN2

EL1
EN1

L1(Black)
Default live L2 / L3 / Position

Press

Press

N(Blue)

(Green)

DA1(Purple)

DA2(Purple)

Move to the correct postion. Move to the correct postion. 

Blue dotRed dot

Red dot Red dot

orientation

2. Confirm the correct direction by checking color label on surface and orientation.  

Press! Press!

INDU CONTILINE GEN2_IS_11-2020

Caution!
Take care of correct 
positioning during 
installation to avoid 
damaging the pins!

1 1

2

2

3 3
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LED module installation under live trunking rail is forbidden!
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......

Release

Release

......

......

Don’t move after attach. 

LED Module LED Module

Plastic blank cover

Don’t move after attach. 

......

3. Press the connector and make sure the module is attached properly. Then release!

4. Cut and install blank cover 

90°
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Option 1: In the wiring mode 1
INCON2-EC, close the ending by endcaps.

Option 2: In the wiring mode 2 and 3
INCON2-STBOX(NF), covering overlapping part.

INDU CONTILINE GEN2_IS_11-2020
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Power should be always 
turned off during installation.
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Annex 1: Interpretation of model number

Model no.: INCON2a-b-cdd-ee-2-f   

Code a b c dd ee f

Family Size Wattage
& Lumen

Ra
Value

CCT Optics Control

“INCON2” 
– 
“INDU CONTILINE GEN2”

1 - 5ft

2 - 8ft

1 - 8klm - 50W

2 - 12klm - 80W

3 - 16klm - 100W

4 - 22klm - 140W

8 -
Ra>80

9 - 
Ra>90

30 - 3000K

40 - 3000K

50 - 3000K

57 - 5700K

65 - 6500K

30 - 30°

30A - 30°x45

30B - 30°x90°

60 - 60°

90 - 90°

140 - 140°
(PC cover)

D25 - 
Double 25°

L25 - Left 25°

R25 - Right 25°

N - Normal

D - DALI

INDU CONTILINE GEN2_IS_11-2020
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Model no.: INCON2a-b-cdd-ee-2-f   

“a” stands for size: 1= 1.41m(5ft); 2= 2.25m(8ft);
“b” stands for output lumens and wattage: 1=50W with 8klm; 2=80W with 12.8klm; 3=100W with 
16klm; 4=140W with 22.4klm;
“c” stands for Ra value: ”8” = ”Ra>80”; ”9” = ”Ra>90”;
“dd” stands for CCT: 30=3000K; 40=4000K; 50=5000K; 57=5700K; 65=6500K;
“ee” stands for beam angle: D25=Double 25°; L25=Left 25°; R25=Right 25°; 30=30°; 
30A=30°x45°; 30B=30°x90°; 60=60°; 90=90°; 140=140°(PC Cover);
*Note: PC cover is only for 130° ONLY. For other beam angles, the cover is PMMA lens.
“f” stands for dimmer type: N=Normal; D=DALI dimmer;

1.
2.

3.
4.
5.

6.

INCON2R-8STD
INCON2R-16STD
INCON2R-8WROOF
INCON2R-16WROOF
INCON2R-ROOF415

RAIL with 13 wires – standard, 2,256m / 8ft
RAIL with 13 wires – standard, 4,512m / 16ft
RAIL with 13 wires – with roof, 2,256m / 8ft 
RAIL with 13 wires – with roof, 4,512m / 16ft
415mm Stiffener roof part for std trunking rails (use to overlap 
junction points)

Trunking rails

IINCON2-STBOX(NF)  
INCON2-STFEED 
INCON2-MIDFEED-STD
INCON2-MIDFEED-WROOF 
INCON2-ENDFEED 

Start Box (no feed)
Start Feed Box for feed in power supply
Middle Feed Box for feed in power supply 
Middle Feed Box for feed in power supply
End Feed Box for feed in power supply

Connector Nodes

INCON2-PBC  
INCON2-EC  
INCON2-CG-M20  
INCON2-CG-M25  
INCON2-RCLIP    
INCON2-RCLIP-CORD
INCON2-SK-CO     
INCON2-SK-PH     
INCON2-CH2       
INCON2-SM        
INCON2-ECROOF    
INCON2-FUNCMOD   

8ft Plastic Blank cover
Endcap
Cable gland (Wire protector) M20
Cable gland (Wire protector) M25
Clips for the Roof with pigtail hook
Clips for the Roof with cord(2 meters)
Suspension Kit with cord (2 meters)
Suspension Kit with pigtail hook
2 meters of suspension chain
Surface mount Kit
Endcap for Roof only
Funtional module

Others

INDU CONTILINE GEN2_IS_11-2020
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